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DIYAUDIO-VN

Nha phan phai Gy quyén clia TOKYO KO-ON DENPA Japan

khu vurc Southeast Asia (tir 2015) (bao gom Viét Nam va cac nwéc
trong khu vurc)

TOKYO KO-ON DENPA (TKD) 12 nha SX chuy&n nghiép va rat lau doi
cua Nhat Ban volume, switch, va dién tré dung cho Hi-End Audio

Phat trién tir nhirng nim 1944 dén nay da c6 trén 70 nam phuc vu
volume 2P65CS va selector 2R6A ludn dirng dau bang flagship hi-
end audio volume/switch hién c6 trén thi trwong

(Bang gia m&i diéu chinh 10/9/2019)
2P2511
-2P2511 Stereo 100K gia 2750k/chiéc >>gia m&i 2700k/chiéc
(27/8/2023)
-2P2511 Stereo 50K gia 2750k/chiéc >>gia m&i 2700k/chiéc
(27/8/2023)
-P2511 Mono 100K gia 1650k/chiéc

-2P2511/S Stereo 250K gia 2750k/chiéc >>gia mé&i 2700k/chiéc
(27/8/2023)

-2P2511/S Stereo 100K gia 2750k/chiéc >>gia m&i 2700k/chiéc
(27/8/2023)

-2P2511/S Stereo 50K gia 2750k/chiéc >>gia mé&i 2700k/chiéc
(27/8/2023)

-P2511/S Mono 250K gia 1650k/chiéc >>mgi vé

-P2511/S Mono 100K gia 1650k/chiéc

-P2511/S Mono 50K gia 1650k/chiéc

Cac sép chi y: model P2511 (mono) va 2P2511 (stereo)

theo thiét ké& cia TKD day la Attenuator (Step), xem hinh dudi ddy né bao géom cac dién
trd ndi tiép nhau

theo so’ d6 Series (ndi ti€p) twong tw nhw DACT.

Chat lwgng P2511 hon hin CP2511

http://www.tkd-corp.com/products/att/pdf/type-P2500s-e.pdf

Potentiometer circuit O 2
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Electrical specifications

P2510, P2520 Series.
Circuit method Potentiometer (stepped)

Attenuation (Load: high) 0.2, 4, ..(2d8B step)... . 30, 32, 34, 37, 42, 50 (BTS-50dB)
Attenuation accuracy £0.3d8B
Max attenuation 50dB 20.64B (BTS-50d8)
Cut off 80dB Min
Malching accuracy 0.5¢8 or less (0aB - 500B)
Number of circuit 1~4
Total resistance 1kohm, 7kohm, 10kohm, 100kohm £3%
Insertion loss 0.368 of less
Input level Max. 0.1W |
 Frequency range DC - 20kHz +
Voitage proof 1 Min. at AC500V 1
Insulabon resistance 100Mohm or more at DCS00V
e 30,000 Cycles Min, (18¢cyciesimin, Attenuation accuracy. £0.568B or less) ]
2CP2511

-2CP2511 Stereo 100K gia 1500k/chiéc >>gia m&i 1450k/chiéc
(25/7/2023)

-2CP2511 Stereo 50K gia 1500k/chiéc >>gia m&i 1450k/chiéc
(25/7/2023)

---2CP2511 Stereo 10K gia 1500k/chiéc >>gia mé&i 1450k/chiéc
(25/7/2023)

-CP2511 Mono 100K gia 850k/chiéc >>Mgi vé thém
---CP2511/S Mono 100K gia 900k/chiéc >>Mgi vé thém
-CP2511 Mono 50K gia 850k/chiéc

volume 4 tang

-4CP2500 100K (Lader circuit) gia 2700k/chiéc >>Hang md&i vé
-4CP2500 50K (Lader circuit) gia 2700k/chiéc >>Hang mdgi vé
-4CP2500 10K (Lader circuit) gia 2700k/chiéc >>Hang m&i vé

S6t0g oy &> |

Volume Balance TKD 2CP2511C B100K
hang m¢i vé rat dep

c6 Center Click

Gia 1750k/chiéc

2CP601

-2CP601 Stereo 100K gia 650k/chiéc >>M¢gi vé thém
-2CP601/S Stereo 100K gia 680k/chiéc >>Mgi vé thém
-2CP601 Stereo 10K gia 650k/chiéc

-2CP601/S Stereo 10K gia 680k/chiéc >>M¢&i vé thém
-2CP601 Stereo 20K gia 650k/chiéc >>Hang m&i vé
-2CP601 Stereo 50K gia 650k/chiéc >>Hang mdi vé

volume 4 tang

-4CP601 100K (Ladder circuit) gia 1100k/chiéc >>Hang mg&i vé
-4CP601 A50K (Taper A) gia 1100k/chiéc >>Hang mgi vé
-4CP601 A10K (Taper A) gia 1100k/chiéc >>Hang mdi vé


http://www.tkd-corp.com/distributors.html
http://www.tkd-corp.com/products/att/pdf/type-P2500s-e.pdf
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TOKYO KO-ON DENPACO.LTD. |1

-Attenuators STEREO 2P65CS 41 Steps >>quote basis. Hang m&i vé
thém

-Attenuators MONO P65CS 41 Steps >>quote basis. Hang sap vé
thém

1a san pham Hi-End Audio chat lwgng tét nhat hién nay trén thi
trwong. Rat hay dang thwéng thirc

TKD Stepped Attenuators HR23S

HR23S kha hay nhé gon xinh xéan, ti€p di€ém ma vang, 31 steps
HR23S 2231 Stereo 100K gia 5.5tr/chiéc >>Hang md&i vé

HR23S 1131 Mono 100K gia 4.7tr/chiéc >>Pat hang

Va mén dang cap:
-Selector Switch 2R6-A gia 5tr/chiéc: >>Mgi vé thém
SolidAg contact rat hay

TKD Attenuator,
bén canh P65CS, TKD con c6 model P50ES nhé gon xinh xdn hon, 21
step (trong khi P65CS la 41 step)



DACT

DanisH Aubio CoNNECT

DIYAUDIO-VN

Nha phan phai chinh thirc va duy nhat cia DACT Denmark tai Viét

Nam
http://dact.com/html/dact_distributors.htm

**Tir 2015 dén nay, DIYAUDIO-VN - nha phan phdi chinh thirc va
duy nhat tai Viét Nam ctiia DACT Denmark

**Shop phuc vu truc tiép dén nguei dung tai Viét Nam, hién
khong c6 bat cir dai ly nao tai Viét Nam dwgc DIYAUDIO-VN Gy
quyén san pham DACT

*++P& dwgc sir dung hang chinh hang tét nhit, DIYAUDIO-VN
khuyén cao khach hang khéng sir dung hang tréi ndi trén thi
truong!
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-DACT CT2-100K-2 STEREO gia t6t 3500k/chiéc >>M&i vé thém
-DACT CT2-250K-2 STEREO gia tot 3500k/chiéc >>Mgi vé thém
-DACT CT2-50K-2 STEREO gia tot 3500k/chiéc >>Mdi vé thém
-DACT CT2-10K-2 STEREO gia tot 3500k/chiéc >>Mgi vé thém
-DACT CT2-20K-2 STEREO gia tot 3500k/chiéc

-DACT CT2-500K-2 STEREO gia t6t 3500k/chiéc >>M¢&i vé thém

-DACT CT2-100K-1 MONO gia tot 2400k/chiéc >>M¢gi vé thém
-DACT CT2-250K-1 MONO gia tot 2400k/chiéc >>Mgi vé thém
-DACT CT2-50K-1 MONO gia tot 2400k/chiéc >>M&i vé thém
-DACT CT2-10K-1 MONO gia tot 2400k/chiéc

-DACT CT2-20K-1 MONO gia tot 2400k/chiéc

-DACT CT2-500K-1 MONO gia t6t 2400k/chiéc >>Dit hang

-DACT CT2-100K-4 >>Pat hang
-DACT CT2-250K-4 >>Pat hang
-DACT CT2-50K-4 >>Pat hang
-DACT CT2-10K-4 >>Pat hang

Volume DACT ludn dirng dau bang volume Hi-End Audio va duwoc
audiophile wa chudng.
Shop ludn sén cé stock dé& phuc vu cac sép.

Ly 1900 702wl
Y05y oipny U

kich thwéc
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ALPS.

Volume ALPS RK27 Blue Velvet, Made in Japan
m@i vé SL rat I&n loai cdn ngdn 20mm (Shaft Length = 20mm)
thuan tién cho lap rap

va dong th&i cé san loai can dai 30mm (Shaft Length = 30mm) sir
dung cho cac vi tri khac nhau

Gia Stereo 100K, 250K, 500K, 50K, 20K: 280k/chiéc
(50K stereo m¢&i vé)
Mono 100K: 240k/chiéc

iy

R,

Mono 100K


http://dact.com/html/dact_distributors.htm

Selector Seiden 6 input/stereo gia 1300k/chiéc
chuyé&n mach nhe nhang &m ai hon ELMA,
dé dang diéu chinh sé input theo nhu cau, vd 2, 3, 4, 5, 6 input

EXCLUSIVE DISTRIBUTOR

(/%ﬁ»éém.«,a,

DIYAUDIO-VN

The Hi-End DIY Audio Partner

Nha phéan phdi chinh thirc cia Khozmo Acoustic Poland tai Viét
Nam

http://khozmo.com/

Khozmo shunt SMD MkIl Stereo 100K gia 3500k/chiéc
Khozmo shunt SMD Mkil Stereo 250K gia 3500k/chiéc
Khozmo shunt SMD Mkil Mono 100K gia 4200k/cap
Khozmo Series Stereo 100K gia 3400k/chiéc

SELECTOR SWITCH

TKD 2R6A

Attenuator Switches 23 step, Amtrans made in Japan
tiép diém ddi ma bac, rat tét

chuyén dung dé thi cong volume dién tré 23 budc
Gia 1800k/chiéc (Stereo)

AN volume Log 100K stereo gia 1050k/chiéc
AN Balance 100K stereo gia 1050k/chiéc

6 | MooeL
+{ CONTACT RESISTANCE

Joare 2111F no. 39696H
i TOKYO KO-ON DENPA CO.LTD.

Selector ELMA 6 input/stereo
gia 1300k/chiéc

Volume Amtrans SATS-100 Stereo 100K
Mach ladder rat hay

Gia: quote basis

Audio Note 36-step tantalum attenuator

phién ban méi nhat hién nay

36 burdc, rat hay

***M5 M6 M8 model hién tai sir dung volume 36 bu'éc nay


http://khozmo.com/

M5: 36 step, Tantalum thuong
M6: 36 step, toan bo Tantalum Non-Magnetic
MS8: 36 step, toan bd Tantalum Non-Magnetic
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